FIPJACKS FRANKISCHE

INDUSTRIAL PIPES

BPET-VO
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PET braided hose
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Material: PET VO

BPET-VO made of high performance PET-monofilaments provides excellent self-extinguishing and fire performances. Therefore this braided hoses
are especially suitable for protective applications of wires and cables in areas considering high personal safety requirements as well as appliances and
equipment’s used in public buildings. Also at limited application spaces cables and wires can be efficiently bundled and protected.
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Tests carried out acc. EN ISO 139 at 23°C /50% r. h. (if not indicated different). IS FIP = Internal Specification FIP
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Part No. Nominal width Range of application PU
24 [ black Kt | grey
BPET-V004B.50 BPET-V004G.50 04 3 7 50
BPET-V006B.50 BPET-V006G.50 06 5 9 50
BPET-V008B.50 BPET-V008G.50 08 6 12 50
BPET-V010B.50 BPET-V010G.50 10 7 15 50
BPET-V012B.50 BPET-V012G.50 12 10 18 50
BPET-V015B.50 BPET-V015G.50 15 12 23 50
BPET-V020B.50 BPET-V020G.50 20 16 28 50
BPET-V025B.25 BPET-V025G.25 25 21 35 25
BPET-V030B.25 BPET-V030G.25 30 26 45 25
BPET-V040B.20 BPET-V040G.20 40 30 60 20
BPET-V050B.20 BPET-V050G.20 50 45 75 20
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Please contact our local distribution partner or our customer service regarding product availability, lead time, other sizes and colours.

YHRAES. | Bulk coils on request.Information can be found here. .
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The provided data, images and technical specification drawings reflect the current engineering level and are to the best of our knowledge. This does not include any liability regarding the final application.
Users of the products have to make their own evaluation to determine the suitability for a specific application. Our liability for these products considers the stated level within our General Conditions only.
FRAENKISCHE Industrial Pipes (FIP) reserves the right to adjust specified data and values as well as implementing technical adjustments of the products e. g. change of materials and processing techno-
logies without prior notice as long as the specified values are not reduced.

FRANKISCHE Industrial Pipes GmbH & Co. KG | Hellinger Str. 1 | 97486 Konigsberg/Germany
Phone +49 952588-0 | Fax +49952588-155 | info@fraenkische-ip.com | www.fipsystems.com
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