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INDUSTRIAL PIPES
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Corrugated conduit for industrial machine building
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Material: PA6 MOD

The corrugated conduit FPAN is made of specially modified Polyamide 6 and is suitable for various cable protection applications. The “allrounder” is
self-extinguishing and free of halogen and cadmium. Excellent impact resistance, compression strength and good flexibility qualify the product for
demanding applications in machine building, installation and construction industries.
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Standards, specifications

i
Remark

LR Y —45 2/ to+120 °C IS FIP
Temperature range —49 2|/ to +248 °F
LRE (56 & ) 150 (500 h); 165 (100 h) °C IS FIP
Temperatur (short-term) 302 (500 h); 329 (100 h) °F
FRER (HK)
Filling ratio (max.) 70 % IS FIP
H perfo
ki SR 4 J IS FIP 23°C/ 134°F
Impact strength
Pty SRR ) J IS FIP -25°C / -13°F
Impact strength
WA 57 4
Peak load value 320 N IS FIP
P 5 L 23°C/ 73,4°F
Pull out strength 500 N ISFIP FIPLOCK ONE NW 17
H Z perfo
AT R =)
Free from halogens and cadmium &1 yes
PRS2
Fire classification V2 UL 94
7 7 K P 8 UL 1696
Fire characteristic of the product self-extinguishing
SR B
Flammability self-extinguishing FMVSS 302
/= Fe
RURML 27 % EN IS0 4589-2
Oxygen index
Py L2 R 750 °C
Glow wire test 1382 °F IEC 60695
K aE e kG &
Spread of fire non flame propagating IEC EN 61386
d g pe 0
UV B4 14 i IS FIP 5 31 10 4%

UV and weathering performance

average to good

5to 10 years

DHASEAFSHEEN 1S0 13978 fE23°C, 18 /50% UIAIEIMRRZEMD - IS FIP=FIPPEIRRAIE
Tests carried out acc. EN ISO 139 at 23°C /50% r. h. (if not indicated different). IS FIP = Internal Specification FIP
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FIPLOCK: FRANKISCHE

INDUSTRIAL PIPES

P 2SR e Rt (o) B4 () LR
Part No. Nominal width Profile Dimensions in mm (nom.) Bending radius in mm PU
S5 | black K | grey A tt, [ natural 4hfz 1 0D

FPANF-07B.50 FPANF-07G.50 FPANF-07N.50 07 10 F 6,2 10,0 15 50
FPANF-10B.50 FPANF-10G.50 FPANF-10N.50 10 12 F 9,6 12,8 20 50
FPANF-12B.50 FPANF-12G.50 FPANF-12N.50 12 16 F 12,0 15,7 30 50
FPANF-17B.50 FPANF-17G.50 FPANF-17N.50 17 20 F 16,6 211 35 50
FPANF-23B.50 FPANF-23G.50 FPANF-23N.50 23 25 F 22,6 284 40 50
FPANF-29B.50 FPANF-29G.50 FPANF-29N.50 29 32 F 29,0 345 50 50
FPANF-36B.25 FPANF-36G.25 FPANF-36N.25 36 40 F 36,5 424 55 25
FPANF-48B.25 FPANF-48G.25 FPANF-48N.25 48 50 F 475 54,4 65 25
FPANC-17B.50 FPANC-17G.50 FPANC-17N.50 17 20 C 16,1 211 35 50
FPANC-23B.50 FPANC-23G.50 FPANC-23N.50 23 25 C 22,0 28,5 40 50
FPANC-29B.50 FPANC-29G.50 FPANC-29N.50 29 32 C 28,3 34,7 50 50
FPANC-36B.25 FPANC-36G.25 FPANC-36N.25 36 40 C 36,0 42,3 55 25
FPANC-48B.25 FPANC-48G.25 FPANC-48N.25 48 50 C 47,0 54,4 65 25

KT AT, 2, ST A5 R R A T A 2 4 i s
Please contact our local distribution partner or our customer service regarding product availability, lead time, other sizes and colours.

* EZHPM sheet www.fraenkische.com/pm-sheet-inch B HIR] / Please refer to the according PM sheet via
www.fraenkische.com/pm-sheet-inch for the measurements in inch.

PG / Number code:

PR / Construction ®
FHEIZER / Material type c us

NSl q
WAL/ Prof//e: 178449
4 X R=Y | Nominal width
Fitt / Colour FPANF NW 07-48 J% FPANC NW 17-48 Stafik (245 1il5 FIPLOCK® ONE %
WHEHIT | Packing unit %
| P A N 5 0 | FPANF NW 07-48 and FPANC NW 17-48in black and grey color in connection
| with FIPLOCK® ONE fittings
47 F / Fine profile F 4% / Bending radius
A N
H/NRZSHIN:AR / Tight bending radius stat. R = SRR

lowest recommended bending
radius for static (fixed) installation

# C/ Coarse profile C
p dyn. R = B Mok
lowest recommended bending radius
for dynamic (flexible) installation

R R / High pull-out strength

A VSEL IR T IR R, BB RS 20 ) TRERAACT A E X G N HA RIAERTSTE. P25 R ARG AT CRIPPAS, LABRE ™ S T AR RN R . BRAT DRl )
BUESERE—BE AT RIHIACT. FIPGREIA BB THARAERIRLU ) BIATSE SRR L L2, (EGHIER RS RIS OL R AR5 8%

The provided data, images and technical specification drawings reflect the current engineering level and are to the best of our knowledge. This does not include any liability regarding the final application.
Users of the products have to make their own evaluation to determine the suitability for a specific application. Our liability for these products considers the stated level within our General Conditions only.
FRAENKISCHE Industrial Pipes (FIP) reserves the right to adjust specified data and values as well as implementing technical adjustments of the products e. g. change of materials and processing techno-
logies without prior notice as long as the specified values are not reduced.

FRANKISCHE Industrial Pipes GmbH & Co. KG | Hellinger Str. 1 | 97486 Konigsberg/Germany
Phone +49 952588-0 | Fax +49952588-155 | info@fraenkische-ip.com | www.fipsystems.com

CN/E.3281/1.02.19 FIP | WEHERL, AANASATIEAN / Subject to change without notice



FIPLOCK" ONE FRANKISCHE

INDUSTRIAL PIPES

\??ROTé\C‘)\
LA TT 2R | The system solution: = IP z
FIPLOCK® ONE - One fits all %, &

N
/P67 .\p0°

TSR AS, #kBIF / pre-assembled and ready to fit
2% | easy selection

2% %2 | lower storage effort

5% ¥ | little handling necessary

5 %45 | faster installation

B A | cost saving

I F KA AT T LU FIPLOCK © ONEEAE Tt EAREL. EA ] piml
www.fipsystems.com Y NZE[X ko

You will find all information about our fittings in our FIPLOCK ® ONE brochure. The
brochure can be downloaded from the download area on www.fipsystems.com




