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High-temperature corrugated conduit, self-extinguishing

HALOGEN
»

TR
Temperature range
Fek:
Flexibility/Ductility
B ERE

Dynamic

WA e

Mechanical protection
Briki:Re

Fire precaution performance
ik

Chemical resistance

it

Resitance to weathering

Fkk: PEEK (SETETATH)
FPKS AR T AEPEEK IR, BA AR IR R ERE, Bk tEREAR LR FealiE I T AREEI LA S A TS it

Material: PEEK (Polyetheretherketone)

The FPKS corrugated conduit made of hightech polymer PEEK, allows very high application temperatures and offers excellent fire safety performance.
It's specially well-suited for applications in rolling stock and public transport equipment.

HHH / Date: 20.08.2018 Version: V2.0



F|PHEAT"

N FH 1% G / Application performances

1 FZ T

-30 2| / to+300

R LT
Characteristics Unit

FRANKISCHE

INDUSTRIAL PIPES

FRE 3 E

Standards, specifications

Temperature range ~22 5/ to+572 oF IS FIP
B (5cK)
Filling ratio (max.) 70 % IS FIP
R 5 IR By
Free from halogens and cadmium #e 1l yes
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Fire classification
7 KA e UL16%s
Fire characteristic of the product self-extinguishing
SR Ba
Flammability self-extinguishing FMVSS 302
F e
AURAL >37 % EN IS0 4589-2
Oxygen index
AL R %
Volume resistivity 1.6E +17 Ohm*cm ASTMD257
EQL R
Surface resistivity >1.9E+17 Ohm ASTMD257
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UV S i fige P I S Fip
UV and weathering performance good

MRRZEPHSHEEN TS0 1397 E23°C, IEE /50% CUARFENIIAZNE « IS FIP=FIPAESIIAITE
Tests carried out acc. EN ISO 139 at 23°C /50% r. h. (if not indicated different). IS FIP = Internal Specification FIP
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Part No. Nominal width Profile Dimensions in mm (nom.) Bending radius in mm PU
44/ black Nl | metric
FPKSF-07B.50 07 10 F 6,5 10,0 15 50
FPKSF-10B.50 10 12 F 9,8 12,8 25 50
FPKSF-12B.50 12 16 F 12,3 15,7 35 50
FPKSF-17B.50 17 20 F 16,8 211 40 50
FPKSF-23B.50 23 25 F 23,0 284 45 50
FPKSF-29B.25 29 32 F 29,2 34,5 55 25
FPKSF-36B.25 36 40 F 36,8 42,4 60 25
FPKSF-48B.25 48 50 F 478 54,4 70 25
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Please contact our local distribution partner or our customer service regarding product availability, lead time, other sizes and colours.
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Peimded / Construction
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{3 HTT / Packing unit

[PKs|[F|]-[o7][B].[50]

4% / Bending radius

stat. R = Bias2eehy VSR
lowest recommended bending
radius for static (fixed) installation

Idﬂ 47 F / Fine profile F

/NS HIEAR / Tight bending radius

dyn. R = By NEiliEie
lowest recommended bending radius
for dynamic (flexible) installation
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The provided data, images and technical specification drawings reflect the current engineering level and are to the best of our knowledge. This does not include any liability regarding the final application.
Users of the products have to make their own evaluation to determine the suitability for a specific application. Our liability for these products considers the stated level within our General Conditions only.
FRAENKISCHE Industrial Pipes (FIP) reserves the right to adjust specified data and values as well as implementing technical adjustments of the products e. g. change of materials and processing techno-
logies without prior notice as long as the specified values are not reduced.

FRANKISCHE Industrial Pipes GmbH & Co. KG | Hellinger Str. 1 | 97486 Konigsberg/Germany
Phone +49 952588-0 | Fax +49952588-155 | info@fraenkische-ip.com | www.fipsystems.com
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